
Frequently Asked Questions
Q:  The tape used to keep the end of a paper roll tightly wound and 
secure will sometimes lift or pucker in our warehouse environment. Metal 
bands are often used to secure the rolls, but when customers remove it, 
the paper comes loose and starts to unwind, creating added waste and 
unnecessary labor to fix the problem. Will using FP 115 help keep this 
from happening?

A:  Yes, FP 115 is engineered to resist moisture and humidity, which 
are both common environmental conditions in warehouses. FP 115’s 
moisture and humidity resistance will keep the tape from puckering, and 
its unique adhesive system, with high shear to fiberboard, will keep the 
tape from lifting.   

Q:  We have been experiencing issues with the paper tail coming loose 
from the core. Since the large paper rolls used in our facility often move 
from side to side during unwind, the friction generated between the core 
and the unwind shaft when a splice breaks can sometimes cause the 
entire roll to fall off the unwind shaft. This can also be a safety hazard 
since our operators often work in close proximity. How would FP 115 help 
us address this issue?

A:  The aggressive rubber-based adhesive found in FP 115 sticks quickly 
and securely to the core and holds strong during processing to help 
ensure the safety of your operators.

Q:  Recently, we’ve been seeing increased splice failures during  
production. This occurs more often on the top splice which is under  
increased stress as it goes across the tension devices and rollers. The 
failure creates a considerable amount of waste, affecting our costs, as 
well as a disruption to our work. Is FP 115’s design durable enough to 
hold during this process?

A:  FP 115 is a performance-oriented product that’s designed to with-
stand tension during processing. The aggressive rubber-based adhesive 
adds shear strength that keeps it intact in both ambient and elevated 
temperatures. Its reinforced flatback paper backing adds strength and 
stability to withstand the pressure of rollers and tension devices. The 
combination of these properties offers you peace of mind in knowing that 
FP 115 can withstand the rigors of the job.   

Q:  Sometimes our operators have a difficult time starting the tape roll, 
particularly when they are wearing gloves. Is the FP 115 tape end easy 
to access? 

A:  Yes, FP 115 is designed with a unique release coat that enables  
the user to easily start up the roll, even while wearing gloves.

Q:  The tape we’re currently using can be difficult to unwind. Since the 
operators are handling tape regularly throughout the day, we would  
prefer a tape that is easier to handle. Does FP 115 unwind easily?

A:  Yes, FP 115’s unique release coat allows for a smooth and  
consistent unwind.

Q:  In our operation, we use a combination of porous and smooth 
paper, including 100% recycled paper. Will FP 115 adhere well to  
these varying paper types?

A:  Yes, FP 115 is specially formulated with an aggressive rubber-based 
adhesive that sticks quickly to both smooth and porous papers,  
including 100-percent recycled paper.

Q:  The paper in our operation is often being processed at elevated
temperatures. Will FP 115 hold a splice in these conditions?

A:  Yes, the added shear strength from the aggressive rubber-based adhe-
sive enables FP 115 to hold the splice strongly and safely at  
both ambient and elevated temperatures.

Q:  It’s important for us to keep our process flowing quickly and  
efficiently. That requires an ability to easily tear our tape by hand.  
Is FP 115 hand tearable?

A:  Yes, FP 115’s special paper backing is designed to tear cleanly by 
hand to keep work moving along smoothly without disruption.

Q: In our current process, there are certain applications where we like to 
overlap the tape. In those situations, will FP 115 stick well to itself?

A:  Yes, FP 115’s unique paper backing and adhesive combination is 
designed to stick well to itself.
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